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REVJECN NO OR DESCRIPTION | REVISED
A _|PDR NO.TI21106—1A Sky

SPRING SIGNAL

INSERT MOLDING F
SPECIFICATIONS:

BODY

8.70

1.ELECTRICAL CHARACTERISTICS:
1=1.RATING:  DC 20V 4A
1-2.CONTACT RESISTANCE:30m() MAX.(INITIAL)
1=3.DIELECTRIC WITHSTANDING VOLTAGE:S00V AC FOR ONE MINUTE.
1—4.INSULATION RESISTANCE:100M (IMIN. MEASURED BY 500V DC.
2MATING FORCE & UNMATING FORCE:
PLUG(3011YOV205B):1.0~3.0kgf(INITIAL):0.6~3.0kgf(AFTER LIFE TEST).
PLUG(3011YDV183B):3.0kgf MAX(MATING FORCE);0.3~3.0kgf(UNMATING FORCE).
3.LIFE TEST: 5000 CYCLES. e
AT S 4.0THER GENERAL SPEC. TO REFER "2DC3097 SERIES SPEC’.
/\\! 570 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
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//f’ l\ \ 6.HALOGEN FREE PRODUCT IDENTIFICATION MARK ON PRODUCT: &
91 oowwg 7.HALOGEN FREE PRODUCT IDENTIFICATION LOGO ON v>ox>@zow@
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DC JACK 1T =< D | SHELL 1 |coPPer ALLOY 0.2T Ni 60u"MIN.
| W N SCHEMATIC C | SIGNAL 1 |COPPER ALLOY 0.2T MATTE SN 120u"Min,Ni 50u"Min| B
2-1.20 E & & © SHELL(-) B | SPRING(-) 1 [copPER ALLOY 0.2T WATTE SN 120u"Min,Ni 50u"Min]
_ 1 . ——
, © #2 SPRING(-) 4 inserr woLomes PIN: COPPER ALLOY GOLD FLASH OVER Ni 60u
1 |BODY.THERMOPLASTIC UL94V-0| BLACK
ZW H:|@ #1 PIN(+) NO | DESCRIPTION Ty MATERIAL PLATING & COLOR _|—
PANEL PLUG | \(@3\u SIoNAL UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
O DIM. A=DIM.B < 0.5 SPECIFED TOLERANCES 2 A e N S FT R ]
FIGURE 1 DECIMALS:  ANGLES: |TITLE DC POWER JACK
- - X 205 x #2 [DWN [Sky PART NO. 2DC3097-000114F |
XX 2403 XX:21" [cAkD[Bruce  [SCALE 1:1JUNIT: mm @ <3
XXX 402 APVD |Lussen  [SIZE: A3 [SHEET: 10F1 |REV:A
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