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REVECN NO OR DESCRIPTION

REVISED

DATE

PDR NO:T170928-3A Zhijun

2018.5.30

SPECIFICATIONS:
1. ELECTRICAL CHARACTERISTICS:

1—1. CURRENT RATING: 20V/4A.
1=2. CONTACT RESISTANCE: 30mQ MAX.(AFTER LIFE TEST)

1=3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR 1 MINUTE.

1—4. INSULATION RESISTANCE: 100MQ MIN. BY 500V DC.
MECHANICAL CHARACTERISTICS:

2—1. INSERTION FORCE: 2.0KGF MAX.
2-2. WITHDRAWAL FORCE: 1.0~2.0KGF(INITIAL);0.5~2.0KGF(AFTER LIFE TEST).

TEMPERATURE RISE CAN'T EXCEE 30°C.
LIFE TEST: 5,000 CYCLES.

WEIGHT: 1.5g.

T0 CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
HALOGEN FREE PRODUCT IDENTIFICATION MARK ON JACK: ©
HALOGEN FREE PRODUCT IDENTIFICATION LABEL ON PACKAGING:

FOR REFLOW

SOLDERING LEAD—FREE PROCESS.

PRINTED DATE CODE” YYMMDD" ON TOP OF CONNECTOR.

SCHEMATIC

——© #1 SPRING(+)
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MATING PLUG
_ PLUGES: 2E45P06CV230-1A00-01

SPRING(+)

PHOSPHOR BRONZE 0.20T

SPRING(—)

COPPER ALLOY 0.25T

SIGNAL

PHOSPHOR BRONZE 0.30T

Gold Flash On Contact Area.
Matte Sn 120u’Min On Solder Tail.
All Over Ni 50u’Min.

7/-1.70

0.70

SHELL

STAINLESS STEEL 0.25T  |Ni 60uMin.
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PLATING & COLOR
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2. POSITIVE CONTACT
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SIGNAL CONTACT

(6.0) PLUG INSERTION DEPTH

4. FULL INSERTION
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