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1. CURRENT CARRYING CAPACITY: D
1) AC: 100V 1A MAX. (15) (17.5) s -
2) DC: 24V 2A MAX. o 11—1.4¢- ’
2. CONTACT RESISTANCE: N 7f8.o¥7
1) INITIAL, BEFORE LIFE CYCLE TEST. | f A | &
PIN TO CONTACTOR: 20mQ MAX. L 9.8 MIN. LN 6
PLUG SHIELD TO CONNECTOR: 100m 0 MAX. 7 | A J‘% $% CB EDGE
2) AFTER LIFE CYCLE TEST. I N e
PIN TO CONTACTOR: 100mQ MAX. o - ol 4
PLUG SHIELD TO CONNECTOR: 150m 0 MAX. niEs 1 s ~ 3o |
3. INSULATION RESISTANCE: 1 7o
BETWEEN ANY ADJACENT OPEN CONTACTS SHALL NOT uuﬁ_ 2 _m_ K L o C
BE LESS THAN 100MQ MEASURED AS SPECIFIED AT 5O | O M4 & RECOMMEND PLUG « 0
500V DC INSULATION RESISTANCE TEST. "} o | g « SCALE 4/1 >
4, DIELECTRIC STRENGTH: 9
A POTENTIAL OF 500V AC RMS. 50/60HZ SHALL BE s
APPLIED BETWEEN ANY OPEN CONTACTS FOR ONE 181 FRONT EDGE HOLE LAYOUT
MINUTE WITHOUT BREAKDOWN. OF CONNECTOR (TOP VIEW, TOL +0.05) —
5. INSERTION FORCE: 5.0Kg MAX.
6. WITHDRAWAL FORCE: 1.0Kg MIN.
7. LFE CYCLE TEST:
CONNECTOR SHALL BE SUBJECT TO 5,000 CYCLES AT E | CONTACT TERMINAL 8 | COPPER ALLOY 0.7t | TIN PLATING(Lead—free)
10 TO 20 CYCLES PER MINUTE WITH NO ELECTRICAL D |SHIELDING PLATE ] COPPER ALLOY 0.151 TIN PLATING(Lead—free) | B
LOAD. C | EARTH TERMINAL T | COPPER ALLOY 0.2t TIN PLATING(Lecd free)
8. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. 190 —Toorr ;
9. FOR 260°C 10SEC WAVE SOLDERING LEAD—FREE PROCESS. #1 A : THERMOPLASTIC UL 94v—0 BLACK
10. GREEN PRODUCT IDENTIFICATION MARK ON JACK: &) . o A | BODY ! THERMOPLASTIC UL 94V-0 BLACK
11. GREEN PRODUCT IDENTIFICATION LABEL ON PACKING: [G-P. PASS] Y04 A 8, NO|  DESCRIPTION ary MATERIAL [ PLATING & COLOR |—
12. PRINTED DATE CODE " YYMMDD " ON TOP OF CONNECTOR. 3.5 ‘f@,f UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
zﬂ%g o o SPECIFED_TOLERANCES (G I AR =
MM: WONTH SELF TAPPING SCREW DECIMALS:  ANGLES: |TITLE| 8P 270° DIN CONNECTOR  (WITH SHIELD)
X (+0.5 X = DWN | oncme 100727 PART NO. 2DJ-0108-003 >
XX 203 XX:£21 CHKD| 22 worr |SCALE 1:1 [UNIT: mm | @ =3
XXX :40.2 APVD | teo 00727 |SIZE: A3 |SHEET:1 OF 1|REV: G
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