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SPECIFICATIONS:

1.CURRENT RATING: AC: 100V 1A
DC: 24V 2A

2.CONTACT RESISTANCE: 20m<Q MAX.
SINSULATION RESISTANCE: DC 500V 100MQ MIN.
4. VOLTAGE WITHSTANDING: AC 500V 1 MINUTE
S.INSERTION FORCE: 5Kg MAX.
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D CONTACT TERMINAL 4 COPPER ALLOY 0.7t TIN PLATING
6.WITHDRAWAL FORCE: 0.6Kg MIN. T T o
7.LFE TEST: 5,000 CYCLES MIN. AFTER TESTING
> ) B EARTH TERMINAL 1 .
CONTACT RESISTANCE SHALL NOT EXCEED 100m COPPER AT TW_PLATING
8.UNLESS OTHERWISE SPECIFID TOLERANCE ARE: +0.2 N T e aim 7
‘ oY NO| _DESCRIPTION __|QTY MATERIAL PLATING & COLOR | —
9. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. e e S BN
10. FOR 260°C 10SEC WAVE SOLDERING LEAD—FREE PROCESS. T PULEA i ey et
11. PRINTED DATE CODE” YYMMDD " ON TOP OF CONNECTOR. ERS =4 =
VYMMDD DECIMALS:  ANGLES: |TITLE 4P 210" DIN CONNECTOR
DD: DAY X 205 X 22 [DWN |3e/ 5 |PART NO. 2DJ-0224P004
MM: MONTH XX 203 XX:£17 |CHKD| Ve, [SCALE 1:1 |UNIT:  mm | @ =3
YY: YEAR XXX 0.2 APVD 3% 07., |SIZE: A3 |SHEET-] OF 1|REV:F
CUSTOMER COPY
w | 2 3 5 7 | 5

RS RD-06-043-A



