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REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO..T140619—2A YF 2014.11.03
B |ECN NO..5150432—C Blues  |2015.04.16
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§ E E § /© Stripped and Tinned*3
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35548 .
H [LIQUID GLUE N/A BLACK
A2 BLACK G | THERMAL GLUE 1 [07.0MM N/A
Al RED F | HEAR SHRINK TUBE | 1 [#2.0 L=8 300V 125° BLACK
2 GREEN E | HEAR SHRINK TUBE | 2 |#4.0 L=15 300V 125 BLACK
CONN1.|  WIRE_COLOR D [D-SUB CONNECTOR | 1 |P/N:2DS3002—WO07FO0H N/A
CONNT. c WIRE 1 | UL1015 24AWG GREEN
SPECIFICATIONS: B WIRE 1 UL1331 16AWG BLACK
1. WATERPROOF RATE:IP67 A WIRE 1 UL1331 16AWG RED
POS.3 IP67: IMMERSED IN 1M WATER FOR 30 MINUTES No | DEScRETON —laTy NATERIAL SIATING & COLOR
% Eﬁ”ﬁﬁ%ﬁ chv?EQC(T:%ﬂTSﬂ:CTS:CURRENT RATING: 20.0A UNLESS OTHERWISE é,% Singatron Enterprise Co., Ltd.
° ° ° == PP Py =
) 2-3. SIGNAL CONTACT RESISTANCE: 3ohm MAX. DECIMALS: ~ ANGLES: |TITLE | (2+5)PIN D-SUB FEMALE CONN.+WIRE
2-4. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR 1 MINUTE. . o —
2-5. INSULATION RESISTANCE: 1000Mohm MINIMUM AT DC 500V X 0o £ 2 ng 5;‘;; ggﬁg g?'%ll’vﬂ?oojmwwgzé
S ASSIONVENTS 3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XXX 40.2 T D S TSeE A5 1SS OF TlReve B
T ERONT VEW 4. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [crrass] CUSTOMER COPY
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