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O‘ Disconnect AC power Débranchez le courant alternatif
/“ before unplug avant de débrancher
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= v J 0—RING 1 | SLICONE RED
M | LABEL 1 |PET L92*W10 WHITE
_ H TERMINAL 5 |4TRMT-B181103 TIN—PLATING
A G OVER MOLD 1 |pLasTiC BLACK
_ _ _ Cable Tie _ _ _ F | CorE T [14.0285%8 BLACK
WHITE 5 CAN_L UL2464 22AWG*5C+AL
VELLOW 7 CAN_H F CABLE 1 |(Uv) 0D=65.5 BLACK (PVC JACKET)
GREEN 3 PRESENT NOTES: COPARTNER
BLACK 7 @) A D SR 1 |pLasTic BLACK
1. WATERPROOF RATE: IP66 C OVER MOLD T [PLASTIC BLACK
RED 1 (+H) 2. TEST CONDITIONS:
: . GOLD PLATING
WIRE COLOR CONN.  [FUNCTION 2-1. RATING: DCA2V BA+2A. B MALE PIN 5 |BRASS OVER NICKEL PLATING
PIN' DEFINITION 2-2. TEMPERATURE RANGE: —20°C TO +80°C .
2—3. CONDUCT RESISTANCE: 3 Ohm Max. A BODY T |PLASTIC BLACK
2—4. HI=POT TEST 500VAC,5mA(1MINUTE) NO [ DESCRIPTION Q1Y MATERIAL PLATING & COLOR
2—-5. INSULATION RESISTANCE: 100MOhm MIN. BY 500 VDC UNLESS OTHERWISE % Suzhou MSQQQOD Auto Electronics CO.,LTD.
3. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. SPECIFED TOLERANCES B EEZRmE=E T HRAT]
4. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cp-pass] DECIMALS:  ANGLES: |1mie E-BIKE SERIES 180° 5 PIN MALE CONN.
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