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125 Specification:

Contact Resistance: 30m Ohm Max.
| Insulation Resistance: 1000M Ohm Min. At 500VDC.
i s — 0 n Rated Voltage And Current: 1.5A At 250VAC Minimum.
1H %ﬂ ] tl; L N - Dielectric Withstanding Voltage:
Lﬂ A—h U 750V AC (rms) for 1 Minute(Rev. 1.1)
U U U > - Durability (Life Test): 1500 Cycles
‘ 1 Insertion Force: 35 Newtone Maximum.
4“60 = ) Extraction Force: 10 Newtone Minimum.
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N, NAME MATERIAL FINISH QTY REMARK
< HOUSING PEBT G.F. BLACK 1
PCB LAYOUT S 2 | TERMINAL |PHOS, BRONZE T:0.25 |GOLD/TIN PLATED | 4 | Goleil~3u”y NIi40~60u"; TINI20u”
(BOTTOM VIEWD (100% pure Tin of lead free plating
3 SHELL BRASS T:0.3 NICKEL PLATED 1 Ni:80~120u"
Singatron Enterprise Co., Ltd.
TITLE USB A TYPE FLAT 4 PIN DIP
TOLERANCE [DwN wasos1JPART No. PKS-00]ANBOL
X, 438 IcHKD SCALE 1:1[UNT:_mm | & =%
XX 013 APVD SIZE: A3 |SHEET:1 OF 1|REV: Al
KKK 2005 CUSTOMER COPY
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