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PIN.1 CONN.1
3 RED 1
1 BLACK 3
CONN.1 WIRE COLOR CONN.2
BN OUT E | HEAT SHRINK TUBE | 1 | 300V 125¢C BLACK
D WIRE 2 | UL 1007 24AWG SEE "PIN OUT"
CONN.1 CONN.2 2 |MOLEX P/N:56134-9000 PRE—PLATED
PIN.1 _zoﬁwmm%o% N C | CONNECTOR 1 [MOLEX P/N:51382-0300 WHITE
: : B | HEAT SHRINK TUBE | 2 | 300V 125¢C BLACK
S ) Mmm.a__,n\_wxmxmmmxﬁmu_m,\q,\_wwmx FOR 30 MINUTES A | M8 MALE CONN. | 1 |P/N-2ME3003-WO330KH BLACK
: : . NO| DESCRPTION __|QTY MATERIAL PLATING & COLOR
D+® TEMPERATURE M».__,.__NM M%<0>MWUM‘_MM C(FOR Panel CONN.) UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
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A 3. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS”. RMEE A ET HIRAE
o ul\ 4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. | DECIMALS:  ANGLES: |TITLE | M8 SERIES MALE CONN.
: 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr-rass] X 05 X :+2° |DWN |Elrod _ [PART NO.2ME3003-W03306H
Pin_Assignments 6. FOR PANEL THICKNESS MAX OF 3.0mm XX 303 XX:#1" [CHKD[Jdun _ |SCALE 2:1 [UNIT. mm | @ <%
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