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1. WATERPROOF RATE: IP67 C | SCREW NUT 1| PA66 (UV_RESISTANT) BLACK
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES 6u” GOLD PLATING
B | MALE PIN 4 |BRASS
2. ELECTRICAL CHARACTERISTICS OVER NICKEL PLATING
@ 7 @ TEMPERATURE RANGE: —40°C TO +100°C A_| BODY 1| PA66_(UV_RESISTANT) BLACK
OIR®) RATING: 60V AC/DC 5A NO | DESCRIPTION QrY MATERIAL PLATING & COLOR  }—
3. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS”. UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
4. 7O CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. SPECIFED TOLERANCES B2 == E T AR 5]
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [o.r.Pass] DECIMALS:  ANGLES: |TTLE| M8 SERIES MALE CONN.
6. FOR PANEL THICKNESS Max. OF 3.0mm iy Lo e
7. PIN POSITION MATCHES THE NOMINAL SIZE OF IEC 61076 SR PART NO.ME3003-WO4311H | A
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