1 _ 2 3 4 L W 6 7 _ 8
8.2040.05 ! REV.[ECN NO OR DESCRIPTION | REVISED | DATE
\ | A |PDR NO..T1908716—1A Jun 2019.12.19
f B |ECN NO.S201912-C27 | din | 2020.05.09
| /\| C |ECN N0.:5202205-RD5 Hrod  ]2022.06.30
. —
|
| 300410 16.2
| 77F01 | f (30) (30) 120
Recommended Panel Cut—0ut | M8*1

]

CBe®
CONN. 1
B
YELLOW(26AWG) 7 K ] TERMINAL 7 [TU1502T60—GO N/A .
4 BLACK(26AWG) 6 J_ [ HOUSING 1 [ TYUT502HNO—08K WHITE
BLACK(26AWG) 5 | | TuBE 1 [125C 300V BLACK
2 WHITE(24AWG) 4 H | wire 7 [UL 10368 SEE PIN OUT
1 BLUE(24ANG) 3 G [ TUBE 4 1125C 300V BLACK
5 RED(26AWG) 2 F | UV GLUE 2 [N/A NATURAL
CONN.2 WIRE COLOR CONN.1 D { O-RING [ VITON RED
ST _— C | SCREW NUT 1| PAG6 — owhw@oﬂgjzo
4 u
R‘wyf 1. WATERPROOF RATE: IP67 B | MALE PIN 4 | BRASS OVER NICKEL PLATING
U IP67: IMMERSED IN 1M WATER FOR 30 MINUTES T eooy T Torce SAcK
[ 2. FLECTRICAL CHARACTERISTICS c NO | DESCRIPTION __[aTY MATERIAL PLATING & COLOR | —
b TEMPERATURE RANGE: —40°C TO +80°C UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
i 3 %83056me\%zmuz%owmbmw@mommwzozaz% LD O A
gl o 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE spec, | PECIMALS: — ANGLES: |TITLE | M8 SERIES MALE CONN.
hﬂmm 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [am.pass] | X :#0.5 X :#2° JDWN | Elrod  |PART NO.2ME3003-W04312H | A
Lcav. no 6. FOR PANEL THICKNESS MAX OF 3.0mm XX 203 XX 2T [CHKD| Jun — |SCALE 2:7 |UNIT. mm | & <3
XXX 402 APVD| Steve |SIZE: A3 |SHEET:1 OF I|REV: C
PIN ASSIGNMENTS ~ FRONT VIEW CUSTOMER COPY
1 2 3 4 Q 6 / _ 8 @8 RO-06-043-A



