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PCB LAYOUT F | LlouiD GLUE 1 N/A BLACK

NOTES: D | O=RING T [VITON mwmox
1. WATERPROOF RATE: IP67 C_| SCREW NUT 1 |PA66+CF i
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES 5 | WALE PIN 4+ |BRASS 1~3u” GOLD PLATING
2. ELECTRICAL CHARACTERISTICS OVER NICKEL PLATING
TEMPERATURE RANGE: —40°C TO +100°C A | BODY 1 |PAGB+CF BLACK
RATING:5A NO |  DESCRIPTION QrY MATERIAL PLATING & COLOR | —
3. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS”. UNLESS OTHERWISE % Suzhou Singatron Auto Electronics CO.,LTD.
4. 70 CONFORM TO ROHS REQUIREMENT AND REACH REGULATION SPECIFED TOLERANCES BMe =R EE T HIRAN S
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [o-Pass] DECIMALS:  ANGLES: |TITLE| M8 SERIES MALE CONN PCB TYPE.
w, %xz%ﬂcz&ﬂ o@o%%%%m SERVICE LIFE IS 5 YEARS x 205 x -+ 5N Frod TPART No.2ME3005—W043000
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Pin_Assignments 8. FOR PANEL THICKNESS MAX OF 3.0mm wa +mw XX 2T CHKD| Jun _ [SCALE 2:1 [UNIT: _mm | @ <4
Front View : U APVD | Steve SIZE: A3 |SHEET:1 OF 1|REV: B
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