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REV.JECN NO_OR DESCRIPTION | REVISED | DATE
A_[PDR NO.:5160706-2A | Viky _|2016.07.06
50004150 33t1
2515 SINGATRON LOGO -
a1 |
FEMALE_CONN. —
WATERPROOF RATE: IP67
H ] TERMINAL 2_|PBI+30%GF WHITE
SJTTW 18AWG*2C
G | cABLE N Fe BLACK(PVC JACKET)
5 T F_| NNER MOLD T_[1PU NATURAL
: — E_| OVER MOLD 1_|TPU BLACK
D | FEMALE_SOREW NUT[ 1_|NYLON+GF BLACK
CONN. s_w_mz o%%m NOTES: C [ O-RING 1_[VITON RED
1. WATERPROOF RATE: P67 6u” GOLD PLATING
FEMALE CONN. IP67: IMMERSED IN 1M WATER FOR 30 MINUTES B | FEMALE PIN 2 |Phosphor Bronze | oveR NICKEL PLATING
— 2. ELECTRICAL CHARACTERISTICS A | BopY 1_[Pu BLACK
TEMPERATURE RANGE: ~20°C TO +80°C NO | _DESCRIPTION _[Q1Y MATERAL PLATING & COLOR _|—
RATING: 60V AC/DC 5A UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
3. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS”. SPECIFED TOLERANCES 12558 o MRS T PR LY =]
4, T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. DECMALS: _ ANGLES: |TITLE| W8 SERIES FEMALE CONN. (2P
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [e.rass] X 205 X w2 (W TVEl TPART NO ZMESOI0 TGR350R
XX 0.3 XX:1' [CHKD| Harlen |SCALE 2:1 [UNT:_mm | @ <%
PIN_ASSIGNMENTS XXX 0.2 APVD| Steve |SIZE: A3 _|SHEET-1 OF 1|REV: A
FRONT VIEW CUSTOMER _COPY
1 2 3 4 A W 6 7 | 8 htr-os-015-4




