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A |[PDR NO.: S151015—4A | Vicky _ [2015.09.18
_|I
66020 33,041
4045 SINGATRON LOGO [
\
. | T 4 ;
R m T (&
Stripped and Tinned*4 CONN.
WATERPROOF RATE: IP67
éj D
C
WHITE 4
BLACK 3 E 0-RING 1 | VITON 70° RED
UL2464 20AWG*4C+AL
CABLE 1
BLUE 2 E 0D:6.0(WV) BLACK(PVC JACKET) | _
D [ OVER MOLD 1_| TPU BASF S98A BLACK
BROWN 1 C | T 1| NYLONG6+33%GF BLACK
NOTES: Phosphor Bronze ”
WIRE COLOR CONN. B | FEMALE PIN 4 P Bu” GOLD PLATING
1. WATERPROOF RATE: IP67 C5441 OVER NICKEL PLATING
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A | BODY 1 | TPU(1164D) BASF BLACK
2. ELECTRICAL CHARACTERISTICS NO| DESCRIPTION _|Q1Y MATERIAL PLATNG & COLOR | —
TEMPERATURE RANGE: —20°C TO +80°C UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
DIELECTRIC E_AIMWH,_HW_HZAW&O%,\%% mw% AC FOR ONE MINUTE SPECIED TOIERANCES SE IR PR B
3. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS”. Dmo;iw.. >20>..M,m.“ TITLE | M8 SERIES FEMALE CONN. (4PIN)
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. w . w%.w w s ww. w\u&u ﬁﬁ: mm ﬂs&o.%ﬁuﬁﬁ.é%mﬁ A
PIN ASSIGNMENTS 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c.p. pass] XXX 40.2 APVDISteve 1SiZE A5 TSHEETT oF TIREV: 4
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