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REV.|[ECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO.:C190509-2B Vicky  12019.12.06
b B [ECN NO..5202304-P02 Elrod  12023.11.16
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CONN.2 m S CONN.1
FEMALE CONN. FEMALE CONN.
WATERPROOF RATE: IP67 WATERPROOF RATE: IP67
5 BLACK 5
7l GREY 7l H 1 UL2464 24AWG*S5CHAL
- — - CABLE 0D:5.0 TWISTED WIRE BLACK(PVC JACKET)
G | UV GLUE T IN/A NATURAL
4 WHITE 4 F | SHRINK TUBE 10 [91.5%7mm BLACK
4 YELLOW | E_[ OVER MOLD 2 [TPU BLACK
CONN.T|WIRE COLOR| CONN.2 b D | O-RING 2 |SILICONE PINK
PIN DEFINE C | SCREW NUT 2 |PA-FR50-BK505 BLACK
CONN.1&2 ) B Tu” GOLD PLATING
- Azow<m>mﬂmmmmooﬁ DEGREE OF PROTECTION: IP67 il i OVER NICKEL PLATING
PO7 MMERSED N 1M WATER FOR 50 MINUTES z>o wocom«mow%joz om? v>\wwm§o>wmﬁwmw mgjm%wx COLOR
Qvi@ 2 FLECTRIGAL CHARPLTERISTICS UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD B
W TEMPERATURE RANGE: —20°C TO +80°C SBeonn uzhou singatron Auto tiectromes LU, LIL.
OJNE RATING: 24V AC/DC 2.54 SPECIFED TOLERANCES _[smiwnen () 5 )\ {&5 E5 VS B8 28 T H RN 5]
3 SPECIFICATIONS-SEE "M8 SERIES SPECIFICATIONS”. DECIMALS: ANGLES: |TITLE | M8 SERIES FEMALE CONN. (5PIN)+CABLE
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 0.5 X 227 |DWN | Elrod  |PART NO.2ME3010-W05266H
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [e.r-rass] XX 203 XX A1 [CHKD| JuN SCALE 2:1 |UNIT:  mm @ =1
PIN_ASSIGNMENTS XXX 202 APVD] UF SIZE: A3 |SHEET:1 OF 1|REV: B
FRONT VIEW CUSTOMER COPY
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