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REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO..T131111—8B Shawn [2014.02.14
B |ECN NO.:S141152 Vicky  |2014.11.25
C [ECN N0.:5150343—-C Susie | 2015.03.20
D [ECN N0.:5150864—R Vicky | 2015.08.25
E [ECN NO.:S151130—R/A\ | Vicky |2015.11.18
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WATERPROOF RATE: IP67
6 GREEN
5 YELLOW | | TERMINAL 6 |50011-8000,MOLEX TINNED
*
4 ORANGE H | CABLE 1 %N%M Mm%o 6CH+AL 1B ACK(PVCT0P JACKET)
M .
N mxmwusz G | W GLUE T 8860 NATURAL
_ F | HEAT SHRINK TUBE[ 6 [#1.57mm 125" 300V BLACK
BLACK E | OVER MOLD 1 |TPU BLACK
NN. |  WIRE COLOR D | O-RING 1 |VITON RED
PIN OUT C | scrEw NuT 1_|PA66+33%GF BLACK
CONN. NOTES: B | FEMALE PIN 6 | Phosphor Bronze n_vh\c%m_ z_ﬁwﬂ_%. _”_w_._.w..ﬂ___w_/_w
1. WATERPROOF RATE: IP67
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A_{ BODY 1_|TPY BLACK
2. ELECTRICAL CHARACTERISTICS NO DESCRIPTION QTY MATERIAL PLATING & COLOR }—
OL@ TEMPERATURE RANGE: —20°C TO +80°C UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
ON4O) RATING: 60V AC/DC 2A SPECIFED TOLERANCES 1= HEFY( TR LN T]
3. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS”, DECIMALS: ~ ANGLES: |TITLE | M8 SERIES FEMALE CONN. (6PIN)
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 405 X :£2° [DWN | Vicky [PART N0.2ME3010-W06221H
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c.r.Pass] XX 0.3 XX :*1" [CHKD| Harlen |SCALE 2:1 [UN: mm | @& =
PIN_ASSIGNMENTS XXX :10.2 APWD| Steve |SIZE: A3 |SHEET:1 OF 1|REV: E
FRONT VIEW CUSTOMER COPY
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