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NOTES: "
1. WATERPROOF RATE: IP67 D - ! PROGISE BLAK
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES ¢ ~ring 1| Viton _
2. ELECTRICAL CHARACTERISTICS B | MALE PN 2 | BRASS %\mm zﬁ_w%_%rwrﬁﬁ%
TEMPERATURE RANGE: —40°C TO +100°C TG
RATING: 60V AC/DC 5A A | BODY 1 * BLACK
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE NO| DESCRIPTION _ |QTY m.z_ammsr —— 2%_20 mhaoosx
3. MECHANICAL CHARACTERISTICS: UNLESS OTHERWISE ingatron Enterprise Co., Ltd.
TIGHTENING TORQUES: 0.5~0.6Nm(4.43~5.31Ibf.in.) SPECIFED TOLERANCES % 1S RN IRZ ]
4. SPECIFICATIONS:SEE "M8 SERIES SPECIFICATIONS". DECIMALS:  ANGLES: |TITLE | M8 SERIES 2Pin PANEL CONN.
5. FOR PANEL THICKNESS MAX OF 3.0mm X  :#05 X :£2° [DWN|JF___ |PART NO.2ME3073-W02300H
6. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX :#0.3 XX:1" [CHKD| Yang _|SCALE 2:1 [UNIT: _mm | & <%
Front View 7. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr-pass] XXX :40.2 APVD| Harlen |SIZE: A3 _|SHEET:1 OF 1|REV: A
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