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NOTES:
1 ELECTRICAL CHARACTERISTICS:
1—1 CURRENT RATING: 1 AMP.
1-2 CONTACT RESISTANCE: 30 mOhm Max. E SCREW NUT M BRASS i M%Mﬂr
1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. D | CABLE UL20549 264*4C
1—4 BREAKDOWN VOLTAGE: 500 VAC PER MINUTE. C | OVER MOLD 1 |TPU BLACK
2. MECHANICAL CHARACTERISTICS: 6u” Gold Platin
Pin Assignments 2—1 TIGHTENING TORQUES: 0.8~1.0Nm(7.08~8.85Ibf.in.). § MALE PIN # |Phosphor Bronze Over Nickel T_Dms
Front View 3. ENVIRONMENTAL: A BODY 1 | PA66 BLACK(PUR JACKET)
—  BLACK 4 T R T gl C 10 ¥90C. NO | _DESCRPTION __[aTY MATERAL PLATING & COLOR _|—
: Singat Enterprise Co., Ltd.
BLUE 3 . OTHER GENERAL SPEC. TO REFER "M5 SENSOR CONNECTOR SERIES SPEC.”. muwmwm@oﬁmmﬁwwm Wﬁ%%mﬁwﬂﬂwm&vﬂ_
m FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE.
WHITE ? 6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. DECIMALS: ~ ANGLES: (TITLE | M5 4PIN MALE CONNECTOR WIRE HARNESS
A 7. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 405 X :+2° |DWN| Harlen |PART NO.2MN3012-W04200H
BROWN 1 8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[c-pass] . XX :+03 XX:£1° [CHKD| JF SCALE 4:1 [UNIT:. mm =
XXX :20.2 APD| Quan |SIZE: A3 |SHEET:1 OF 1|REV: A
WIRE COLOR CONN. CUSTOMER COPY
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