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TRIPPED AND TINNED*4 ®
CONN. 1 B
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BLACK 4
BLUE 3 —
WHITE 2 E | CABLE T | UL20549 26§F4C BLACK B
NOTES: D | OVER MOLD 1| TPU BLACK
BROWE A 1 ELECTRICAL CHARACTERISTICS: c SCREW_NUT 1 | BRASS NICKEL
WIRE COLOR ) 1=1 CURRENT RATING: 1 AMP. 6u” GOLD PLATING
CONNC] CONN.1 1-2 CONTACT RESISTANCE: 30 mOhm Max. B| MALE PN 4 | BRASS e SR AN
: 1-3 INSULATION RESISTANCE: 100 MOhm Min. at S00VEC. | Body T Prce BLACK(PUR JACKET)
) Amﬂ_m%ﬂ%m% VOLTAGE: 500 VAC PER MINUTE. NO| DESCRIPTON __|QTY MATERIAL PLATING & COLOR |—
" 3-1 SEALNG REQUIREMENTS: IP65 UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
N . 2= A PAS—i
3. OTHER GENERAL SPEC. TO REFER "M5 SENSOR CONNECTOR SERIES SPEC.”. SPECIFED TOLERANCES EE ARG HIR2F]
4. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. DECIMALS: ~ ANGLES: |TITLE | M5 SERIES MALE CONN. (4PIN)
5. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. X 405 X 12 =
6. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX 203 XX.t1" OWN {Vicky \PART NO.2MN3012-WO4SORH | A
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