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NOTES: GOLD PLATING
A BROWN é 1 ELECTRICAL CHARACTERISTICS: e + [PHOSPHOR BRONZE | OVER NICKEL PLATING
1—=1 CURRENT RATING: 1 AMP. E SCREW NUT 2 | BRASS NICKEL
CONN.2 | WIRE COLOR | CONN.T 1-2 CONTACT RESISTANCE: 30 mOhm Mox. — T 000588 T6F it SRS
BN OUT 1-3 INSULATION RESISTANGE: 100 MOhm Min. at 500VDC.
1 -4 BREAKDOWN VOLTAGE: 500 VAC PER MINUTE. C | OVER MOLD 2 TPV BLACK
CvALE o e ot 2. MECHANICAL CHARACTERISTICS: 5 4 [Prospron BRONZE GOLD PLATING
2-1 TIGHTENING TORQUES: 0.8~1.0Nm(7.08~8.85lbf in.). MALE PN OVER NICKEL PLATING
3. ENVIRONMENTAL: 1T ooy > 1 Pree SUACK
3=1 OPERATING TEMPERATURE: —20°C 10 +30°C. NO|  DESCRIPTION Qary MATERIAL PLATING & COLOR
3-2 SEALING REQUIREMENTS: IPS. GRS oo Too oo T
4. OTHER GENERAL SPEC. TO REFER M5 SENSOR CONNECTOR SERIES SPEC.”. % ¢ N
5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. | SPECIFED TOLERANCES E=E RN T ERZY =]
6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. DECIMALS: ANGLES: |TITLE | M5 SERIES MALE CONN. AND FEMALE CONN. (4 PIN)
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