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IIIIIIIIIIII — E| SHELD 1 |BRASS NICKEL PLATING 100u”
| D[ T 1 |BRASS NICKEL PLATING 100u”
_ NOTES: c| O-RING 1 [SILICONE RED B
1. WATERPROOF RATE: IP68 .
_ IP68: IMMERSED IN 1M WATER FOR 24 HOURS B| MALE PIN 8 |BRASS SVER NCKEL PLATING
0 | 2. ELECTRICAL CHARACTERISTICS X T INYLONES5%GF BIACK
TEMPERATURE RANGE: —40°C TO +100°C BODY +35%
) _ RATING: 60V AC/DC 2A NO| DESCRIPTION _ |QTY MATERIAL PLATING & COLOR | —
| DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
| 3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”. SPECIFED TOLERANCES (EE AR BR NS
| 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. DECIMALS:  ANGLES: |TITLE | M12. SERIES REAR MOUNT MALE CONN. (8PIN)
| 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c2-pass] . HEXAGONAL BACKSHELL
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