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1. WATERPROOF RATE: P68
IP68: IMMERSED IN 1M WATER FOR 24 HOURS BEOO i
2. ELECTRICAL CHARACTERISTICS L HOEC 18(HEX)
TEMPERATURE RANGE: —25°C TO +85C CONL1
RATING: 30V AC/DC 2A LONRLT
DIELECTRIC WITHSTANDING VOLTAGE: CONNL2
500V AC FOR ONE MINUTE LONN.2 D
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS".
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE
FREE SPEC.
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:
6. FOR PANEL THICKNESS MAX OF 4.5mm [oz.pass] M| WATERPROOF CAP| 1 [2MT3012—WOOO5WH N/A
7. Tightening Torque:3~4Nm = L uv 1 18861 NATURAL
. ! = ! K | SHRINK TUBE 2 |06.0 600V [=25mm BLACK
BLACK 4 , = J [ NT 1 | BRASS NICKEL PLATING
Twist = C
: OREEN s P 6 = k— | | O-RING T_[SILICONE BLACK
BLUE 2 Hrwist = H | HOUSING 1_|WF3001—1H04BO BLACK
1 RED 1 G | TERMINAL 4_|WF3001—TPXX01 TIN PLATING
CONN. 1 COLOR CONN.2
O ! _ F | cABLE 1 |244*2P 0D5.8(UV) BLACK(PVC) [
CONN.1 CONN.2 o E | SHRINK TUBE 4 [02.0 300V [=10mm BLACK
= _ ! D | SHIELD 1 |BRASS NICKEL PLATING
C | 0-RING 1 |SILICONE RED B
Phosphor B Bu” GOLD PLATING
D' Q POS.ATAT _ _ B | FEMALE PIN 4 |hospnor Bronze OVER NICKEL PLATING
_ =1 H A | BoDY 1_|PA66 BLACK
T - Ll ﬁ NO| DESCRIPTION __ |QTY MATERIAL PLATNG & COLOR |—
@ @ ﬂ“_. ! UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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. . M12 SERIES FRONT MOUNT FEMALE CONN.(4PIN,
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