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1. WATERPROOF RATE: IP68 e
| 1P68: IMMERSED IN 1M WATER FOR 24 HOURS |
2. ELECTRICAL CHARACTERISTICS NDA® 18.0(HEX)
TEMPERATURE RANGE: —25°C TO +85°C CONNLT
RATING: 30V AC/DC 2A e
DIELECTRIC WITHSTANDING VOLTAGE: CONN2
D 500V AC FOR ONE MINUTE e D
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE
FREE SPEC.
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[e>-pass] 8.2 M_| WATERPROOF CAP 1 [2MT3012-WO00SWH N/A
6. FOR PANEL THICKNESS MAX OF 4.5mm 7A|v L Juv 1 13861 NATURAL
7. Tightening Torque:3~4Nm K | SHRINK TUBE 2 125" 600V BLACK
8.Waterproof Cap is shipped in the form of accessory packaging TNt T | BRASS NICKEL PLATING
c w BLACK w THrwist — w | [0=RING 1 [SiLcoNE BLACK c
; mmmwz - H | HOUSING 1 [NYLON BLACK
Twist = 150" GOLD PLATING
A RED e G [ TERMINAL 4 |Phosphor Bronze OVER NICKEL PLATING
CONN. 1 COLOR CONN.2
SN OUT o F | CABLE 1 [24#+2P 0D5.8(LV) BLACK(PVC) —
CONN. 1 CONN.2 _ E [SHRINK TUBE 4 [125 300v BLACK
S D [SHIELD 1 [BRASS NICKEL PLATING
B ¢ [0-RING 1 [SILICONE RED B
150" GOLD PLATING
POS I [TAT] B |FEMALE PIN 4 [Phosphor Bronze OVER NICKEL PLATING
=k A |BODY 1 [pase BLACK
— = E NO |  DESCRIPTION QrY MATERIAL PLATING & COLOR  }—
m._ UNLESS OTHERWISE % Suzhou Singatron Auto Electronics CO.,LTD.
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