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D CONN.T D
8 PURPLE 8
7 BLUE 7
6 GREEN 6
5 YELLOW 5 L g [PHOSPHOR BRONZE TIN-PLATED
7 o 7 TERMINAL A1250~TPE-A
K HOUSING 1 |a1250H-08P WHITE c
3 RED 3 J WIRE 8 [uL10671 28AWG SEE PIN OUT
2 BROWN 5 , TUBE 8 [125C 300v BLACK
Q o g H GLUE 1 |sg61 NATURAL
G LIQUID GLUE 1 [SILICON BLACK [
CONN.1 Wire Colour CONN.2 F SHIELD 1 [BRASS NICKEL PLATING 100u”
PIN OUT £ 0-RING 1 |EPDM BLACK
D NUT 1 [BRASS NICKEL PLATING 1000
AN PINB~ C | 0-RING 1 [VITON RED B
. \ NOTES: GOLD PLATING
ZoN B FEMALE PIN 8 |Phosphor Bronze
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r \ - TEMPERATURE RANGE: —25°C TO +85°C UNLESS OTHERWISE % Suzhou Singatron Auto Electronics CO,,LTD.
N T RATING: 60V AC/DC 1A SPECIFED TOLERANCES EX NS ZIREE T EHRAE]
= 4 DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE DEOMALS ANGLES. | TTLE V12 SERIES TRONT MOUNT FEALE CONN.(ZPIN)
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