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; C Panel Cotout | G LIQUID GLUE 1 [eEPOXY RESIN BLACK [
Ecommend Fonel Lut=ou f F SHIELD T [BRASS NICKEL PLATING
\\\\\\\\\\\\ — r 0—-RING 1 |EPDM BLACK
W 0TS D NUT 1 [BRASS NICKEL PLATING
U C 0—RING T [viton RED
f 1. WATERPROOF RATE: P68 SO0 PLATIG
| IP68: IMMERSED IN 1M WATER FOR 24 HOURS B FEMALE PIN 12 [Phosphor Bronze OVER NICKEL. PLATING
| 2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —40°C TO +100°C A BODY 1_|PABE+GE BLACK
| RATING: 60V AC/DC 2A NO DESCRIPTION QrY MATERIAL PLATING & COLOR  }—
i DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
f 3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”. SPECIFED TOLERANCES B EESREEFERAS]
f 4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. A . W72 SERIES FRONT MOUNT FEMALE CONN.(12PIN
| 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ae-pass DECIMALS: ANGLES: | TITLE | be S GONAL” BACKSHELL o
i 6. FOR PANEL THICKNESS MAX OF 4.0mm X 405 X £20 |DWN JF PART NO.2ZMT3002-W12200H
Pin >ww@33%$ | XX 203 XX A1 [CHKD] wF SCALE 2.1 TUNIT_mm G =
Front View f XXX 40.2 APVD sreve |SIZE: A3 [SHEET:1 OF 1|REV: A
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