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Note:Put product in PCB Gauge to measure different direction sizes

NOTES:

1. WATERPROOF RATE: IP66/IP67

2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —40°C TO +100°C

RATING: 60V AC/DC 6.2A

SECTION A-A

DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
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PCB Layout
D | LIQUD GLUE T IN/A BLACK
C | SHELD T _|SECNOTE 8 N/A
6u” GOLD PLATING
B MALEPIN |ERASS OVER NICKEL PLATING
A | BODY T INYLONT 33%GF BLACK
NO|  DESCRPTION __|aTY MATERIAL PLATNG & COLOR

3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”. UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
4. TO CONFORM TO ROHS REQUIREMENT AND REACH REGULATION SPECIFED TOLERANCES % = 2L ST R LN S
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c-rass] W12 SERIES FRONT MOUNT MALE CONN.
6. NON-HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS DECIMALS: — ANGLES: NTILE |[3eiaGONAL” BACKSHELL
7. FOR PANEL THICKNESS MAX OF 4.5mm X 405 X 22" [DWN| Shawn |PART NO.2MT3005-W04305H
8. SUS 3167 OR SAME GRADE THAT CAN PASS 200H SALT SPRAY TEST XX 403 XX -+1" [cokDlF SCALE 21 ONT- mm | & =3
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