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12-90.8 & W F LIQUID GLUE 1 [EPOXY RESIN BLACK
508 Lovout | F SHIELD T |BRASS NICKEL PLATING
e D | nuT T |BRASS NICKEL PLATING
C 0—RING T |EPDM BLACK
NOTES: B MALE PIN 12 |BRASS GOLD PLATING
1. WATERPROOF RATE: IP68 OVER NICKEL PLATING
IP68: IMMERSED IN 1M WATER FOR 24 HOURS A BODY 1 |PA66+CF BLACK
2. ELECTRICAL CHARACTERISTICS NO | DESCRIPTION QTY MATERIAL PLATING & COLOR

TEMPERATURE RANGE: —40°C TO +100°C
RATING: 60V AC/DC 2A
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE

UNLESS OTHERWISE
SPECIFED TOLERANCES

Suzhou Singatron Auto Electronics CO.,LTD.
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DECIMALS: ANGLES:

TITLE | HEXAGONAL” BACKSHELL

M12 SERIES FRONT MOUNT MALE CONN. 12PIN

3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X #0.5 X 220 [DWN | JF PART NO.2ZMT3005-W12200H
Pin Assianments 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr. rass] XX 0.3 XX 10 [cHKD| mMF SCALE 21 TONIT- o o=
Pin Assignments | 6. FOR PANEL THICKNESS WAX OF 4.5mm XXX 402 AP STE |SZE A5 [SHEETT OF T|REV: A
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