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Stripped and Tinned*2 2Max. - 9
0o 6w CONN.
WATERPROOF RATE: IP67
G| SR 1 [ HYTREL BLACK
F| CABLE 1 mmo mw%"_mo 57(ZW) BLACK(RUBBER JACKET
E | OVER MOLD 1 [TPU BLACK
D | O-RING 1 [ VITON RED
BLUE 2 C | SCREW NUT 1 | BRASS NATURAL
BROWN 1 .
1~3u” GOLD PLATING
WIRE COLOR | CONN. B | FEMALE PN |2 |Phosphor Bronze OVER NICKEL PLATING
PN NOTES: A,o wm%mm_ﬂ_oz Li e MATERIAL TE_ZMSMxSSm
CONN. 1. WATERPROOF RATE: P67 UNLESS OTHERWISE Singatron Enterprise Co., Ltd.

2. CURRENT RATING: 10A
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”.

SPECIFED TOLERANCES
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DECIMALS:  ANGLES: |TITLE | M12 SERIES 180" 2PIN FEMALE CONN.
4, TO CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 205 x 40 TWNTTF PART NoZMT3010-T02305H
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cz-Pass] XX 403 XX£1 [RKD| Haren TSCALE 2T TN mm 16 =5
Pin_Assignments XXX :10.2 AP | Steve |SIZE: A3 |SHEET:1 OF 1|REV: A
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