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Stripped and Tinned*4 he S
B CONN.

OD: 18AWG=1.4mm(Max.)

24AWG=0.8mm(Max.)
BENDING 90 DEGREES,

THERE IS NO BREAK BETWEEN CABLE AND OVER MOLD.

CUSTOMER P/N_| SINGATRON P/N

TU.AC.0001501 2MT3010-W04347H

BLACK 4
BLUE 3
WHITE 2
BROWN 1
WIRE COLOR| CONN.
PIN OUT
y,

NOTES:
1. WATERPROOF RATE: IP66/IP67
2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE:—40" TO +80°
RATING: 60V AC/DC 6.2A
TEST CONDITION: DC300V  10Mohm
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS".
4. TO CONFORM TO ROHS REQUIREMENT AND REACH REGULATION
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NON—-HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS

TORQUE FORCE: 0.8~1.0N.m
SUS 316F OR SAME GRADE THAT CAN PASS 200H SALT SPRAY TEST

SECTION A-A

UL20549(—40'~+807)

F| CABLE 1 [18f*2C+24f*1p BLACK (PU JACKET)
UV RESISTANT OD=$7.0

E | OVER MOLD 1 [TPU BLACK

D | O-RING 1 [VITON RED

C | SCREW NUT 1 |SEE'NOTE 8" N/A

B | FEMALE PIN 4 |Phosphor Bronze oy, SOLD PLATING

A | BODY 1 [TPU BLACK

NO| DESCRPTION Qv MATERIAL PLATING & COLOR

UNLESS OTHERWISE
SPECIFED TOLERANCES
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