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CONNT. oo C® CONN2.
WATERPROOF RATE: IP67 WATERPROOF RATE: IP67 5
SINGATRON P/N "Urmm
2MT3010-W04390H | 10000£500 (
IMT3010-W04391H | 15000500
1~3u” GOLD PLATING
IMT3010-W04392H | 200004500 J FEMALE PIN 4 [Phosphor Bronze OVER NICKEL PLATING| ~
, FEMALE BODY | 1 [TPU BLACK
H] O-RING 1 [viTON RED
7 =T T G| SCREW NUT 1 |BRASS NICKEL PLATING 100U
* * *
5 BLACK+BRAID 5 F | caBLE(s) | (18 2CH 26823028 | g ey pye nckeT)
5 O CORE > 1COAX+F+P4+B 0D:6.4
1 ORANGE 1 YELLOW 1 E INNER MOLD 2 [TPU NATURAL
CONNT_| CABLE WIRE COLOR | CONN2. D { OVER MOLD 2 TPV BLACK _
PIN OUT C | SCREW NUT 1 |BRASS NICKEL PLATING 1000 | B
Bu” GOLD PLATING
CONNT. CONNZ. B MALE PIN 4 [BRASS OeR NCKEL PLATING
\OTES, A MALE BODY 1 |TPU BLACK
. NO|  DESCRIPTION Ty MATERIAL PLATING & COLOR  }—
DlO DREO) 1. WATERPROOF RATE: IP67 UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
+ T IP67: IMMERSED IN 1M WATER FOR 30 MINUTES SPECIFED TOLERANCES (B AR BR 2N 5]
OI®) OO 2. CURRENT RATING: 60V 5A DECIMALS:  ANGLES: |TiTLe | M2 series 180" 4 PIN FEMALE CONN.
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”. v 05y o [TTTF PART NOZHT3010—Wo139% |
4. TO CONFORM TO THE SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX £0.3 XX 31" [CHKD| Yong |SCALE 2.1 [UNT. mm | ®& =
Pin_Assignments 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ar-rass XXX 0.2 APVD| Harlen |SIZE: A3 |SHEET.1 OF 1|REV: 4
Front View CUSTOMER COPY
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