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RESISTOR - u_xmm@%
N/A 3 G INNER MOLD T [TPU NATURAL
N/A 2 § OVER MOLD T [TPU BLACK
N/A 1 NOTES: E RESISTOR 1 [1/4. 120 ohm 5% N/A
WIRE COLOR CONN. 1. MECHANICAL CHARACTERISTICS: D O—RING T [ VITON RED _
PIN OUT TIGHTENING TORQUES: 4.oi.mz%@.mwio.@mi.s.v, C | FEMALE SCREW NUT| 1 |BRASS NICKEL PLATING 60u
2. ENVIRONMENTAL: 5u” GOLD PLATING
5—1 OPERATING TEMPERATURE: —40°C TO +80°C. B FEMALE PIN 5 |COPPER ALLOY 20u” PD/NI PLATING
5—=2 SEALING REQUIREMENTS: IP67. OVER NICKEL 50u”
3. LIFE TEST: 1,000 CYCLES MIN. ) > 0Dy . ETY SLACK
4 OTHER GENERAL SPEC. 10 REFER M12 SERIES SPLC. - NO | DESCRPTON __[QTY MATERIAL PLATING & COLOR _|—
5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. NG Snaotron Enteraries Cor, Lid
6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. % 1 € -on te
7. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANGE FREE SPEC. SPECIFED TOLERANCES E=E RN T ERZY =]
8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[ar-rass] . DECIMALS:  ANGLES: |TmLe | M12 SERIES 180° 5 PIN FEMALE CONN.
X +05 X 2 [DWN [ JF PART NO.2ZMT3010-W05327H
Pin_Assignments XX 205 XX 21 |CHKD] Yong — |SCALE 2:T NIt mm T @ <%
Front View XXX 2202 APVD| Harlen |SIZE: A3 |SHEET:1 OF 1]|REV: A
— CUSTOMER COPY
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