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ﬁmmm- K] LABEL 1 [PET LO2*W10 WHITE
I [J [ TERMINAL 3 [JWT:B1811TOP—2e TIN—PLATED
_ OVER MOLD 1 |PVC BLACK
_ ' H| CORE 1 [14.2%28.5%8 BLACK
G | INNER MOLD 1 [TPU(BASF, 11 85 A{a)FHF 000]  BLACK
] UL2464 18AWG*2C+AL L
BLACK 4 SHORT Fl casLE 1 () obs.6 BLACK (PVC JACKET)
3 (=) E SR 1 |PVC BLACK
WHITE 1 (+) D |  OVER MOLD 1 [TPU(BASF, 11 85 A{a)FHF 000]  BLACK
B [ WRE COLOR | CoNN. | FUNCTION C | SCREW NUT 1 |BRASS NICKEL_PLATING
NOTES: 5| wAE PN 3 |Brass 6u” GOLD PLATING
PIN OUT 1 WATERPROOF RATE: P67 OVER NICKEL PLATING
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A | BODY 1 [TPU BLACK
—] 5. TEST CONDITIONS: NO| DESCRPTION |QTY MATERIAL PLATING & COLOR |—
TEMPERATURE RANGE: —20°C TO +80°C UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
RATING: 60V AC/DC. 54 SPECIFED TOLERANCES (BB HTTBRLNT]
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE DECIMALS:  ANGLES: |TImLE M12 SERIES 180° 3PIN MALE CONN.
Pin_Assignments 4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XX 0.3 XX:£1" |CHKD|[Cerry [SCALE T:1[UNIT. mm | @& =%
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