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H TERMINAL 2 | KST E1008 RED
G [HeEaT sHrRink TUBE [T [e7.0 300v BLACK
UL2464 18AWG*2C [
F CABLE 1 | 4AL+D4B 0D:6.0 BLACK (PVC JACKET)
E OVER MOLD 1 [1PU BLACK
> L D INNER MOLD 1 |TPU NATURAL
C SCREW NUT T |BRASS NICKEL PLATING 100u| B
| RED NOTES: 6u” GOLD PLATED
CONN. | WIRE cOLOR 1. WATERPROOF RATE: IP67 B MALE PIN 5 |BRASS OVER NICKEL PLATING
oo 2. ELECTRICAL CHARACTERISTICS x 5007 T 1ru BLACK
TEMPERATURE mﬁz,zom m%wwoww%%d NO| DESCRIPTION QTY MATERIAL PLATING & COLOR |—
H UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE % B R e s
L : SPECIFED TOLERANCES BRI Z = E FEIRAE]
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”.. —— =
4. TO CONFORM TO ROHS REQUIREMENT AND REACH REGULATION DECIMALS:  ANGLES: [TITLE | M12 SERIES 180" 3 PIN MALE CONN.
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[cr.pass] X 405 x 42 DWW [F PART NO.2MT3012-W03322H | p
6. NON—HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS XX 403 XX+ [CAKD| JF SCALE 2:1 JUNIT: mm | @ =4
Pin_Asslgnments 7. TORQUE FORCE: 0.8~1.0N.m XXX 402 APVD| JF SIZE- A3 [SHEET:1 OF 1|REV: A
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