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A [PDR NO..C110822—5A~5B | Shawn _|2011.11.21
B [ECN NO0.:5120433 Shawn_ [2012.04.12
C |ECN NO.:5120931 Shawn__|2012.09.12 | -
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E_[ECN NO0.:5121209 Shawn _ [2012.12.06
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LONNA @BO 24AWG=0.8mm(MAX) ;
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THERE IS NO BREAK BETWEEN CABLE AND OVER MOLD.
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CUSTOMER P/N ] SINGATRON P/N | "LI"mm | "L2’mm "L3"mm
SECTION BB MHCAH90140400 | 2MT3012—-W04306H | 3+0.5mm | 10£1mm |110+10/=5mm
MHCAH90140410 | 2MT3012-W04307H] 15+2mm |18+2mm |115+10/=5mm c
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2 WHITE A\ 1. WATERPROOF RATE: IP66/IP67 E| caBLE 1 ligfrac+24dt1p BLACK (PU JACKET)
1 BROWN 2. ELECTRICAL CHARACTERISTICS UV RESISTANT OD=¢7.0
TEMPERATURE RANGE:—40" TO +80" 5T OVER NoLD U SACK
CONN.1 |  WIRE COLOR :
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5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ez-7ass]
6. NON-HUMAN FACTORS CASE SERVICE LIFE IS 5 YEARS NO| DESCRIPTION _ |QTY MATERIAL PLATING & COLOR _-—
@ @ mmv 7. TORQUE FORCE: 0.8~1.0N.m UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
. : 0.8~1.0N. vl _
H 8. SUS 316F OR SAME GRADE THAT CAN PASS 200H SALT SPRAY TEST SPECIFED TOLERANCES (EE AT FR2YS]
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