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b CONN.2 CONN.3 2145 b
3e *5 , N [BoDY 1 J7Pu BLACK
e o/ 50" GOLD PLATING
) ) M [MALE PIN 5 [BRASS 20u” PD/NI PLATING
o 3 OVER NICKEL 50u”
L [MALE SCREW NUT | 1 | BRASS NICKEL PLATING 60U
A [ K TINNER MOLD 1 |TPU 94V-0 NATURAL
T2 345 A [J Jover woiD T [TPU 94v—0 BLACK
C CONN. 1 C
I [wire 2 [UL1061 24AWG BLUE
H [wirE 2 [UL1061 24AWG WHITE
BLUE 5 5 5 G [WRE 2 [U1061 22AWG BLACK
— WHITE 4 4 4 NOTES: F[wire 2 [Ul1061 22AWG RED |
BLACK 3 3 3 1 ELECTRICAL CHARACTERISTICS: E_{WIRE 2 JULTOBT 24AWG OREEN
RED ) 2 2 1—1 CURRENT RATING: 5 AMPS. D [O-RING 2 | VITON RED
CREEN 7 7 7 1-2 CONTACT RESISTANCE: 3 Ohm Max. C [Femace screw nut [ 2 TBRASS NICKEL PLATING 600"
B [WRE_COLOR]CONNTICONNZJCONNS ] =3 TISULATON RESIS RHLE: 100 dehm Min. ot Q00D 50" GOLD PLATING |B
- : : 20u” PD/NI PLATING
PN OUT 2. MECHANICAL CHARACTERISTICS: e i OiER ek 500
CONN.1&3 TIGHTENING TORQUES: 1.0~1.2Nm(8.85~10.62Ibf.in.).
3. ENVIRONMENTAL: A {500 2 [ SLACK
S OPERATING. TEVPERATURE. 40°C T +EOC. NO | DESCRIPTION QrY MATERIAL PLATING & COLOR _|—
BT O 3—2 SEALING REQUIREMENTS: IP67. UNLESS OTHERWISE % Suzhou Singatron Auto Electronics CO.,LTD.
® 4. LIFE TEST: 1,000 CYCLES MIN. SPECIFED TOLERANCES BMEE R E T HRA ]
Q.9 5. OTHER GENERAL SPEC. TO REFER “M12 SERIES SPEC.”. DECIMALS:  ANGLES: |TiTLE |M12 T-ADAPTOR 5PIN(5A)
6. FOR TECHNICAL DATA REFER T0 YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. | 405 x .1 [GWN | Jom  |PART NO.2MT303T—W05310H |
7. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. YX 103 XXt [omohes T
8. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. o 0. T . L_mm_ | & =3
PIN_ASSIGNMENTS 9. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:fow-pass] . A APVD| JF SIZE: A3 |SHEET:1 OF TIREV: C
FRONT VIEW CUSTOMER COPY
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