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D e 0 [ BoDY 1_[1P BLACK D
. 5u” GOLD PLATING
N'|  MALE PN 5 |BRASS 200" PD/NI PLATING
OVER NICKEL 50u”
M_| MALE SCREW NUT | 1 |BRASS NICKEL PLATING
L | _INNER MOLD | 1_|[TPU NATURAL
K| OVRMOLD [T |TPU BLACK
c J_|__ACETATE CLOTH | 1_| W10 *0.18T BLACK c
| | WRE 1_[UL1007 24AWG BLUE
H | WRE 1_[UL1007 24AWG WHITE
BLUE 5 5 G| WRE 1_[UL1007 22AWG BLACK
—{_WHITE 1 z NOTES: F | WRE 1_[UL1007 22AWG RED L
BLACK 3 3 1 ELECTRICAL CHARACTERISTICS: CONNA E | WRE 1_[UL1007 24AWG GREEN
RED 2 2 1~1 CURRENT RATING: 5 AMPS. S D | O-RING 1| viToN RED
GREEN 1 1 1-2 CONTACT RESISTANCE: 3 Ohm Max. C_|FEMALE SCREW NUT [ 1 [BRASS NICKEL PLATING
B [WRE COLOR | CONNT. | CoNNz. | 1 =3 NSULATION RESISTARCE: 100 MOhm Min. at S00VDC. 5u” GOLD PLATING | B
PIN_OUT 5 MECHANICAL CHARACTERISTICS: . B| FEMALE PN |5 |COPPER ALLOY 20u” PD/NI PLATING
: . OVER NICKEL 50u”
CONN2 CONN.1 TIGHTENING TORQUES: 1.0~ 1.2Nm(8.85~10.62lbf.in.). 505y 1 K
3. ENVIRONMENTAL:
3—1 OPERATING TEMPERATURE: —-40°C TO +80°C. NO DESCRIPTION QrY MATERIAL PLATING & COLOR f—
) 3-2 SEALNG REQUIREMENTS: IP67. UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
® 4. LIFE TEST: 1,000 CYCLES MIN. SPECIFED_TOLERANCES (ST o HERT T BRZYT]
S G POR TECHNIAL DATA_REFER 70 YOUR LOCA. SNGATRON ELECTRONICS SAES OFFiE, | CECMALS:  ANGLES: |TTLE |ur2 ADPTOR 5P/
7. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. | %02 £ 220/ \DWN | JF__|PART NO.ZMTS0ST-WO5S25H_| A
8. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. A 200 XALT\CHKD| Jun  |SCALE 2:1 |UNIT: _mm | & =3
PIN_ASSIGNMENTS 9. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGINGzease] . XXX 0.2 APYD| Steve _|SIZE: AS_|SHEET:1 OF 1|REV: A
FRONT VIEW CUSTOMER_COPY
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