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REV.JECN NO OR DESCRIPTION | REVISED | DATE
A |PDR NO..T09012014A~H | Steve  |2009.06.08
ECN NO..S151038—RA\N | Vicy  [2015.10.22
1000450/
3641
UL2464 22AWG*3C-HA, % i
IMT3011 PVC Jacket, UV Resistant |54 6oV -
ZW03300 0D=95.0, Wire Color:1.Brown|[AC/DC | P67 &
3.Blue 4.Black X
UL2464 22AWG*4CHA,
2MT3011 PVC Jacket, UV Resistant |54 6oV
_W04300 OD=¢5.0, Wire CO|OF:1.BrOWﬂ AC/DC IP67
2.White 3.Blue 4.Black
NOTES:
UL2464 22AWG*5C-+A,
OMT3011 PVC Jacket, UV Resistant (54 60v 1. WATERPROOF RATE: IP67&IP68
~W05300 0D=05.5, Wire Color:1.Brown(AC/DC | P67 IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
g-gh'te 3.Blue 4.Black IP68: IMMERSED IN 1M WATER FOR 24 HOURS
reen 2. TEST CONDITIONS:
UL2464 24AWG*SC-+A, 2-1. CONDUCTANCE  RESISTANCE: 3 Ohm MAX Yy ~ B
2MT3011 PVC Jacket, UV Resistant |24 60V 2-2. HI-POT TEST 500VAC/5A OR 2A 5mA(1SEC) 0
~W08200 0D=05.4, Wire Color: f.Black|AC/DC |  IP67 2-3. INSULATION RESISTANCE: 100M@ MIN. BY 500V DC
2.Brown 3.Green 4.Yellow : : ”
5.Crey 6.MWhite 7.Blue 8.Red 2-4. OTHER GENERAL SPEC. TO REFER "CIRCULAR SERIES SPEC”.
NOUL 22AWG*3C-+A, 3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”.
2MT3021 8'[‘)’3';5?‘&? U Jacket,W-1 |57 60V 4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
—W03300 =@5.0, Wire Color:1.Brown|AC/DC | IP68 )
3.8lue 4 Black 5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [a-pass]
glouk 'g%AwrgDAf(jﬂlé " F ] CABLE 1 |SEE NOTE 7 BLACK
2MT3021 ack FR=TPU Jacket,\W=1 [5A 60V E | OVER MOLD 1 |TPU BLACK
- 0D=¢5.0, Wire Color:1.Brown|AC/DC | IP68
Wo4300 2 White 3.Blue 4Black / D] O-RING 1_|VITON RED ;
C | SCREW NUT 1 _|BRASS NICKEL PLATING 100u
Phosphor Bronze 6u” GOLD PLATED
NOUL 22AWG*5C-+A, * u
oMT3021 Black FR-TPU JacketW—1 |sp gov B] FEMALE PIN Alloy OVER NICKEL PLATING
—W05300 OD=(?5.5, Wire Color:1.Brown|AC/DC P68 A BODY 1 |TPU BLACK
2White 3.Blue 4.Black NO| DESCRIPTION __|QTY MATERIAL PLATING & COLOR
5.Green UNLESS OTHERWISE @ Singatron Enterprise Co., Ltd.
NOUL 24AWG*BC+A, SPECIFED TOLERANCES (ST HERRHTTBRLNE]
2MT3021 Black FR—TPU Jacket,VWW—1|2A 60V -
08200 0D=05.4, Wire Color: 1.Black|AC /DC P68 DECIMALS: ANGLES: |TITLE | M12 SERIES 90°(3~8)PIN FEMALE CONN.
2.Brown B.Qreen 4 Yellow X 205 X 12" |DWN | Vicky [PART NO.2MT30X1-W0XX00
5.Grey 6.White 7.Blue 8.Red XX 0.3 XX:£1" [CHKD| Harlen |SCALE 2:1 [UNIT. mm |@& =3
. |Pin Assignments . |Waterproof XXX :20.2 APVD| Steve |SIZE: A3 |SHEET:1 OF 1|REV: B
P/N: |Front View Cable Spec. Rating [Rate P CUSTOMER COPY
1 | 2 | 3 4 4% 5 6 7 L 8 srew oo




