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= NOTES:
| 151 1. WATERPROOF RATE: IP68
IPB8: IMMERSED IN 1M WATER FOR 24 HOURS —
ey 2. ELECTRICAL CHARACTERISTICS
: TEMPERATURE RANGE: —40°C TO +100°C(PANEL)
RATING: 60V AC/DC 2.5A
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”.
4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [sr-rass]
= W_M_J 6. FOR PANEL THICKNESS MAX OF 4.0mm AU
CONN.2 L UV GLUE 2 |N/A WHITE
K | HEAT SHRINK TUBE | 1 [03.0 125 300v BLACK
z SLUE 5 = J LIQUID GLUE 1 [n/a BLACK
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7 VELLOW 7 S | , CONNECTOR 5 |TU20037P0 COLD FLASH
- e 5 5| WATERPROOF RATE: IP68 1 [TU2003HNO (5P) WHITE
2 RED 7 H WIRE 5 [ULT06T 26AWG SEE PIN OUT
1 BLACK 1 G | HEAT SHRINK TUBE [ 5 [02.0 125 300V BLACK |
CONN_1 [ WIRE_COLOR | CONN.2 [ { O-RING !_{EPDM BLACK _
T £ NUT 1T |BRASS NICKEL PLATING 60u
D SHIELD T |BRASS NICKEL PLATING 604"
CONN.2 NUT C 0-RING 1_|VITON RED
o T~3u” GOLD PLATING
POS.1 m o_/Jf B FEMALE PIN 5 |Phosphor Bronze OVER NICKEL PLATING
& A | Booy 1| PABG+GF BLUE & FleiRe
) ( \ f NO| DESCRIPTION QrY MATERIAL PLATING & COLOR  |—
_M_ i UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
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. . M12 SERIES FRONT MOUNT FEMALE CONN. B—CODE
Ial 7 DECIMALS: — ANGLES: NTITLE | 4riaonAl” BACKSHELL (5PIN)
POS.5 E= A \ f X 205 X c+2 [DWN | MF PART NO.2MT3202-W05303H
f XX 203 XX:21 [CHKD] Cerry  |SCALE 2:1 [UNIT: mm | @& =3
Pin_Assignments Pin_Assignments Recommend Nut Torque 13.6£0.1 f XXX 0.2 APVD | Wiliam|SIZE: A3 |SHEET:1 OF 1|REV: B
Front View Front View 0.8~1.0 N.m Recommend Panel Cut=out | CUSTOMER _COPY
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