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The key is for anti—rotation after glued 5%, m % o
Point to any corner of the hexagon e olo ©
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E_Tﬂ DROP—RESISTANT LCONN.1
CONN.2 M1t
1 WHITE 2 — J | __O-RING 1_[SILICONE BLACK
TWIST | 0-RING 1_[SILICONE BLACK
2 GREEN 4 — H NUT 1 |BRASS DROP—RESISTANT | NICKEL PLATING
3 - 1 | G| WRE 4 |UL1007 26AWG SEE"PIN_OUT”
4 [ COPPER -
TWIST F | CONNECTOR 1| NYLON 66 <G__._z:m
4 BLACK 3 —
E | LQuD GLUE 1 IN/A BLACK
CONN.2 [WIRE COLOR| CONN.1 D [ SHELD 1 |BRASS NICKEL PLATING
C SHRINK TUBE | 4 [82.4*10mm 4B BLACK
PIN OUT NOTES: ;
) 6u” GOLD PLATING
1. WATERPROOF RATE: IP67 B| FEMALE PIN 4 |Phosphor Bronze OVER NICKEL. PLATING
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES 1 BLACK
2. ELECTRICAL CHARACTERISTICS A| BODY PAG6+307%GF
TEMPERATURE RANGE: —40°C TO +wm.ocu>zm_.v NO DESCRIPTION QrTY MATERIAL PLATING & COLOR |—
RATING: 60V AC/DC 5A UNLESS OTHERWISE % Singatron Enterprise Co., Ltd.
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE SPECIFED TOLERANCES 1S RS TTBRLNT]
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS”. DECIMALS:  ANGLES: |77LE [M12 R-CODED SERIES FRONT MOUNT FEMALE CONN
4. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. . . 4PIN)__HEXAGONAL BACKSHELL
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ez_rase] X 205 X :£2" |DWN |Harlen |PART NO.2MT3404-W04309H
Pin Assi ¢ 6. FOR PANEL THICKNESS MAX OF 3.5mm XX 203 XX:21" |CHKD|JF SCALE 2:1[UNIT. mm [ & =
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