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NOTES:

2MT3405 1. WATERPROOF RATE: IP68
—-W03300H IP68: IMMERSED IN 1M WATER FOR 24 HOURS
2. ELECTRICAL CHARACTERISTICS
TEMPERATURE RANGE: —40°C TO +100°C
RATING: 60V AC/DC 5A
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
3. SPECIFICATIONS:SEE "M12 SERIES SPECIFICATIONS".
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [c7-pass]
6. FOR PANEL THICKNESS MAX OF 4.5mm
7. ORDER _z_q%z_z_ozbgaém-so%_._
oMT3405 SECTION A-A wﬁ M w_n
~W04300H o & PN
F LIQUID GLUE 1 [N/A BLACK
E SHIELD 1 |BRASS NICKEL PLATING 60u”
D NUT 1 |BRASS NICKEL PLATING 60u”
Fe—————————— C 0-RING 1 |EPDM BLACK
6u” GOLD PLATED
_ a;ov B | MAEPN *[BRASS OVER NICKEL PLATING
| \ A BODY 1 [NYLON+33%GF BLACK
2MT3405 | NO|  DESCRIPTION QrY MATERIAL PLATING & COLOR
—-W05300H | UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
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