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NOTES: 13/16"=28UNS d
1. ELECTRICAL CHARACTERISTICS:
1= 1 CURRENT RATING: DCSOV 24; | [wire—2 T_JUL10368 22AWG BLACK
1-2 CONTACT RESISTANCE: 50 mOhm Max. R T o RTRTE TG =
1-3 INSULATION RESISTANCE: 100 MOhm Min. ot 500VDC. e
2. MECHANICAL CHARACTERISTICS: . | = | Housine 1 [ NYLONBE UL94V=0 NATURAL
2-1 TIGHTENING TORQUES: 1.0~1.2Nm(8.85~10.62Ibf.in.) H ACES:51282-002H0H0=001
2-2 MAXIMUM DESTRUCTIVE POWER 3.0Nm MAX. s E [LQuiD GLUE T [N/A BLACK
3. ENVIRONMENTAL: ] a . D | NUT 1 |PAB6E FR50 UL94V—0 BLACK
5=1 OPERATING TEMPERATURE: —40°C TO +85°C. C_| GASKET 1 [SILICONE KE5612 ULO4V=0 Dark_Gray
3-2 SEALING REQUIREMENTS: IP67. oo AU PLATNG
4. LIFE TEST: 1,000 CYCLES MIN. B | MALE PIN 2 | BRASS u
5. FOR PANEL THICKNESS MAX OF 3.5mm . OVER RICKEL PLATING
6. OTHER GENERAL SPEC. TO REFER'CIRCULAR SERIES GENERAL SPEC”. A_1BODY |_[PAB6 TS0 ULI4v—0 BLACK
7. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON NOJ DESCRIPTION ary MATERIAL PLATING & COLOR
ELECTRONICS SALES OFFICE. UNLESS OTHERWISE % Suzhou Singatron Auto Electronics CO.,LTD.
8. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS SPECIFED TOLERANCES IS Z =B E T ERL S
OTHERWISE STATED. CIRCULAR SERIES QUICK TYPE MIDDLE SIZE
DECIMALS:  ANGLES:
9. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. ] TTLE | WALE CONN. MALE 2 PIN
10.GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ercrass] . X #05 x 427 [DWN| r7  |PART NO.2QM3002—W02603H
oI WRE T PorT ] XX 203 XX 21 [cHkp[ JF [SCALE 2:TUNIT: _mm [ & <3
7 | BIACK | 2 | XXX 202 APD Steve [SIZE A3 |SHEET:1 OF 1]|REV: 4
1| ReD 1 CUSTOMER COPY
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