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REV.[ECN NO OR DESCRIPTION | REVISED | DATE
A | PDR NO.:S131104—-48B Harlen [2014.12.24

NOTES:

1.

ELECTRICAL CHARACTERISTICS:

1—=1 CURRENT RATING: 10 AMPS.

1-2 CONTACT RESISTANCE: 30 mOhm Max.

1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC.
1-4 BREAKDOWN VOLTAGE: 500 VAC PER MINUTE.
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RECOMMENDED PANEL CUT-OUT

2. MECHANICAL CHARACTERISTICS: E ] LQuiD GLUE T N/A BLACK
2-1 TIGHTENING TORQUES: 0.8~1.0Nm(7.08~8.85Ibf.in.). D] nuT RS BLACK
2-2 CONTACT ACCOMMODATION: 16~20 AWG. C | GASKET 1_[SILICONE GRAY
3. ENVIRONMENTAL: ;
1~3u” GOLD PLATING
3-1 OPERATING TEMPERATURE: —40°C TO +105°C. B | MALE PIN 3 |BRASS OVER NICKEL PLATING
5. FOR PANEL THICKNESS MAX OF 35mm TJ?VLESSDESTEEEMI/EE ary S‘WEF‘AL — FW‘EG &LiSLOR
6. OTHER GENERAL SPEC. TO REFER'QUICK SERIES GENERAL SPEC. é% ingatron Enterprise Co., Ltd.
7. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON SPECIFED TOLERANCES == e ERA DB R =]
ELECTRONICS SALES OFFICE. DECIMALS:  ANGLES: |TITLE | CReVR SERIES QUK TVPE WDDLE SIZE
8. %Eg‘wmégsgﬁ{é% NOMINAL FOR REFERENCE ONLY UNLESS ¥ 205 x 22 [DWT noion |PART NO_2QN3002 03400
9. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. SO S 0] NN e (VI K=
10. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGINClar-pass] AU APVD| STEVE |SIZE: A3 |SHEFT:1 OF T[REV: A
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