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RECOMMENDED PANEL CUT—0UT 13/16"-28UNs— 411 E
LIQUID GLUE
™ D
3*STRIP
3 GREEN .
2 BLACK NOTES:
1 RED 1. ELECTRICAL CHARACTERISTICS:
CONN WIRE COLOR 1—1 CURRENT RATING: 10 AMPS.
PIN OUT 1—2 CONTACT RESISTANCE: 30 mOhm Max. T IN/A
1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. m zogc,,m@m CLUE > cmoa = = ﬂpoxog —
1—4 BREAKDOWN VOLTAGE: 500 VAC PER MINUTE. A
2. ENVIRONMENTAL: E | SHRINK TUBE 3 |23 300V 125C BLACK
3—1 OPERATING TEMPERATURE: —40°C TO +105C. D NUT 1 |PA66 GRAY
3-2 SEALING REQUIREMENTS: IP67. C | GASKET 1| SILICONE BLACK B
3. LIFE TEST: 1,000 CYCLES MIN.
“ GOLD PLATING
4. FOR PANEL THICKNESS MAX OF 3.5mm B| MALE PIN 3 [BRASS OVER NICKEL  PLATING
5. OTHER GENERAL SPEC. TO REFER'QUICK SERIES GENERAL SPEC”. n 500v T Y CRAY
6. @%%@%&m@ DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS o TescrPToN i VST ST L oo 1
. UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
7. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS
OTHERWISE STATED. SPECIFED TOLERANCES % (i e (S ET R L S
8. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. DECIMALS:  ANGLES: [mim | IRGULAR SERIES QUICK TYPE MIDDLE SizE
9. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr-pass] ¥ 05 X w2 [DW] vorg |PART NO.2QW3002—WOSI0ZH |
PIN_ASSIGNMENTS XX 403 XX :#1" [CHKD| JF SCALE 2.1 [UNT. _mm | @ &%
O VW XXX 402 APVD| Steve |SIZE: A3 |SHEET.1 OF I|REV:A
CUSTOMER COPY
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