i 2 3 4 J L 5 6 7 | s
” REV.[ECN NO OR DESCRIPTION | REVISED | DATE
| A |PDR NO..ST40123—4A/B/C| Horlen  |2015.1.16
|
|
| 13/16"=28UNS
|
|
|
! - I
|
|
|
| b
I 0 —
, &
|
RECOMMENDED PANEL CUT-OUT |
7 —
|
\\\\\\\\\\\\\\\\\\\\\\ _
19.2 21.2 45
25.40 ,
NOTES:
1. WATERPROOF RATE: IP§7 W_
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A
2. ELECTRICAL CHARACTERISTICS —
TEMPERATURE RANGE: —40°C TO +100°C
CURRENT RATING: 5A
DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS”.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [cr-pass]
6. FOR PANEL THICKNESS MAX OF 3.5mm
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