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OREEN 3
WHITE 2 H SPRING 1 [sus N/A
BLACK 1 G CABLE T UL SJTW 3C*14AWG BLACK -
§ INNER MOLD 1 [TPU NATURAL
WIRE COLOR | CONN NOTES: F [ ovER MOLD T |TPU BLACK
5N OUT 1. ELECTRICAL CHARACTERISTICS: - RRETYG o TG
1=1 CURRENT RATING: 16 AMPS. -
1-2 CONTACT RESISTANCE: 3 Ohm Max. C LOCK NUT 1 IPC GCRAY
1=3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. (1~3)u” GOLD PLATING
1-4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE B FEMALE PIN 5 |Phosphor Bronze OVER NICKEL PLATING
2. ENVIRONMENTAL: A BODY 1 |PAB6+GF BLACK
2—1 OPERATING TEMPERATURE: —20°C TO +80°C. NO|  DESCRIPTION QryY MATERIAL PLATING & COLOR  }—
3 mzwﬁmm meﬂzm oﬂwoﬂmomhzmmmzazmi%@ﬂ UNLESS OTHERWISE Singatron Enterprise Co., Ltd.
: - o ; SPECIFED TOLERANCES (=T > 22 5= BR 2N 51
4. OTHER GENERAL SPEC. TO REFER'CIRCULAR SERIES GENERAL SPEC”. SRR SERES GUCK TYPE WDDLE SZE(160767)
5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. DECIMALS: ANGLES: | TITLE | FEMALE CONN. FEMALE 3 PIN
6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. v 405 x -+o |DW | Hioden |PART NO.2QM3004—W03600H
, . 7. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. YX 403 xx.t1 [CHRO[F SCALE 7T ONT mm | & =5
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