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CONN.2
+ GREEN,/YELLOW 3
N BLUE 2
L BROWN 1
CONN.2 WIRE COLOR CONN.1
PIN OUT

APPROVED BY ASTA LIC1120

A VIEW

CONN."

WATERPROOF RATE: P67

NOTES:

1. ELECTRICAL CHARACTERISTICS:

1—=1 CURRENT RATING: 13 AMPS.

J SLEEVE T {N/A NATURAL /B
, UK AC PLUG I [BS1363/A A\ BLACK
H SPRING 1 |SUs N/A
G CABLE 1_|HOSW-F 3C 0.75mm’ BLACK
F INNER MOLD 1 [TPU NATURAL
E OVER MOLD 1 [TPU BLACK
D O—RING | | SILICONE BLUE
C LOCK NUT 1 [PC GRAY
GOLD PLATING
B FEMALE PIN 5 |Phosphor Bronze OVER NICKEL PLATING
A BODY 1 [PAG6+GF BLACK
NO DESCRIPTION Qry MATERIAL PLATING & COLOR  }—

1-2 CONTACT RESISTANCE: 3 Ohm Max.
2. ENVIRONMENTAL:
2-1 OPERATING TEMPERATURE: -20°C TO +80°C.

UNLESS OTHERWISE
SPECIFED TOLERANCES

% Suzhou Singatron Auto Electronics CO.,LTD.
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_ . CIRCULAR SERIES QUICK TYPE MIDDLE SIZE(150°,IP67,
2-2 SEALING REQUIREMENTS: IP67.(CONN.1) DECIMALS:  ANGLES: | T/TLE | FEMALE CONN. FEMALE 3 PIN ( )
3. UFE TEST: 1,000 CYCLES MIN, . TS PART NO2QN3004—W03600H
4. OTHER GENERAL SPEC. TO REFER'CIRCULAR SERIES GENERAL mwmoﬁw SRR o mmw SCET TN o 16 =
Pin_Assignments Pin_Assidnments 5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 205 XX:21" e — =
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