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A VIEW
WHITE 4
BLACK 3 , TERMINAL 4 [cviLux cPB21021BPP(ZAL) TIN PLATED
H SPRING 1 |SuUS Z\>
RED 2
UL2464 22AWG*AC+AL
F INNER MOLD 1 [TPU NATURAL
CONN. 1
WIRE COLOR e C OVER MOLD 1 |TPU BLACK
PIN OUT : —
1. ELECTRICAL CHARACTERISTICS: D O_RING 1} SILICONE PLUE
1-1 CURRENT RATING: 3 AMPS. c LOCK _NUT 1 ]PC9330 CRAY
1-2 CONTACT RESISTANCE: 3 Ohm Max. 1~3)u” GOLD PLATING
1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. B FEMALE PIN 4 [Phosphor Bronze Ao<mum NICKEL PLATING
1-4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE .
5 ENVIRONMENTAL: A BODY 1 |pres+GE BLACK
2-1 OPERATING TEMPERATURE: —20°C TO +80°C. NO DESCRIPTION QrY MATERIAL PLATING & COLOR
2—2 SEALING REQUIREMENTS: IP67(WHEN PROPERLY MATED). UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
3. LIFE TEST: 1,000 CYCLES MIN. SPECIFED TOLERANCES BERMEZIRE=E T EIRL T
4. OTHER GENERAL SPEC. TO REFER'QUICK SERIES GENERAL SPEC”. 2 | CRCULAR SERIES QUICK TYPE WIDDLE SIZE(130.1P67)
5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON FLECTRONICS SALES OFFICE. DECIMALS:  ANGLES: FEMALE CONN. FEMALE 4 PIN
7 70 CONFORM TO SNGATRON FAZARDOUS SUBSTANCE. FREE SPeC. 0 X 205 x +7 |DWLRZIPART NO.2QU3004- 044001
i i A ) XX 403  XX:+1° |CHKD| Jun SCALE 1:1 \UNIT:  mm @ =1
8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING [om-pass] -
Pin_Assignments == XXX 40.2 APVD| JF___|SIZE: A4 [SHEET:1 OF I|REV: A
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