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TABLE_1:
UL2464 24AWGH*7C+AL/My
(UV Resistant),0D=5.0,
BLACK JACKET. o
2QM3004 - Wire Color:
WO7300H 1 Blue 2.Black 3.Yellow NOTES:
4 Red. 5.Brown 6.6 .
( fed. SBroun BGreen 1. ELECTRICAL CHARACTERISTICS: TG 505 w
1—1 CURRENT RATING: 5 AMPS. 0 o S R SRR
UL2464 24AWG*86+A\/My 1—-2 CONTACT RESISTANCE: 3 Ohm Max. — —
(UV Resistant),0D=5.4, 1-3 INSULATION RESISTANCE: 100 MOhm Min. ot 500vDC. |-L_| INNER MOLD L A NATURAL
BLACK JACKET. 14 BREAKDOWN VOLTAGE: 500 VAC PER MINUTE . E | OVER MOLD 1 _[TPU BLACK
3004 Wire Color: 54 [2. ENVIRONMENTAL: D | O-RING 1 |SILICONE BLUE
o830 1 Black 2.Brown 3.White 2—1 OPERATING TEMPERATURE: —20°C TO +80°C. C 1 Lock nuUT T PC GRAY
4 Blue 5.Red 6.Crey 7.Yellow 2-2 SEALING REQUIREMENTS: IP67. (1~3)0"Gold Platin
03.Green 3. LIFE TEST: 1,000 CYCLES MIN. B FEMALE PIN X |Phosphor Bronze Over Nickel P\Gtmqg
4. OTHER GENERAL SPEC. TO REFER'CIRCULAR SERIES T o0 o oK
UL2464 24ANG*8C-+AI/My GENERAL SPEC”.
(UV Resistant),0D=5.4, 5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ol DESCRIPTION Ik MATERIAL PLATHG & COLOR
BLACK JACKET FLECTRONICS SALES OFFICE. UNLESS OTHERWISE é% Suzhou Singatron Auto Electronics CO.,LTD.
20M3004— Wire Color: SA" 6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY SPECIFED TOLERANCES G EAEEF TR E]
WO9300H 1 Brown 2.Blue 3.White UNLESS OTHERWISE STATED. DECIWALS:  ANGLES: |TITLE | QUG- enes, Yook 2 48]
érg‘rnekeng Séze\gagmecfrey 7. EF?EECOSNPFEOCRM TO SINGATRON HAZARDOUS SUBSTANCE ¥ 205 x 4o [DWW]Erod |PART NO 2QM3004 WoX300H
— : — 8. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGiNoL | %%~ £05  XX:ATT ACHKDL yyn  |SCALE T:1 JUNIT. mm | & &3
p/N.  |Pin Assignments | oo qonc Current XXX 20.2 APVD| Steve  [SIZE: A5 [SHEET:1 OF 1|REV:B
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