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PCB LAYOUT
r LIQUID GLUE 1 IN/A BLACK
D NUT 1 |PAGE BLACK
C GASKET 1 |EPDM BLACK
NOTES: B FEMALE PIN 5 [pHosPHoR BRoNzE  |U/~3)u Cold Plating
1. WATERPROOF RATE: IP67 Quer Nickel Plating
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES A BODY 1 |PA6E BLACK
2. ELECTRICAL CHARACTERISTICS NO | DESCRIPTION QT MATERIAL PLATING & COLOR
TEMPERATURE RANGE: —40°C TO +100°C UNLESS OTHERWISE m.,j@o;?oj Enterprise Co., Ltd.
oﬁmoocﬂﬂmomz?ﬂwﬁmgmw VOLTAGE: 500V AC FOR ONE MINUTE DPECIED TORFRANCES (5 E o MR 5 R 2 5
: 4 . QUICK mSa WIDOLE SIZE (PCB TYPE
3. SPECIFICATIONS:SEE "CIRCULAR SERIES SPECIFICATIONS'. DECIMALS: — ANGLES: |TITLE'| ALE CONN. FEMALE 8 \uim /
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X #05 X :+20 [DWN | gF PART NO.2QM3012-W08300H
5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [er-rass] XX 203 XX 21" [CAKD| Yang |SCALE 2.1 [UNT. mm | @ &5
PIN_ASSIGNMENTS 6. FOR PANEL THICKNESS MAX OF 3.5mm XXX 402 TP Steve 15 A5 1T oF TIREV-A
FRONT VIEW CUSTOMER COPY
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