4 2 3 4 J L 5 6 7 | &
REVJECN NO OR DESCRIPTION JREVISED] DATE
& |PDR NO.STAT121—1J~1L |Vicky |2015.04.09
B |ECN NO..S150627—R Vicky |2015.06.11
A\ [CJECN NO-S202205-R09__ | Firod |2022.0531|
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SECTION A—A
M T PLUG SHAFT 1 [PC LEXAN 940(WHITE) [ MHTPHT00610300
L ['SIDE cAP HOLDER [ 1 PC LEXAN 940(WHITE) [ MHTPH100451410
5 BROWN / K TROUND END CAP_ [ 1 [PC LEXAN 940(WHITE) [ MHTPH100610100
4 BLACK WHITE TSGR BEN e T AE B K n J | 'SiDE PLATE 1 [PC LEXAN 940(NHITE) | MHTPH100610400 c
3| oRray GRAY MHASHT00611200 [2QM3030-W05304H] 6773 | 93£3 | 22045 62%_| SECTIoN B-8 || FEMALE PN > |COPPER ALLOY W@% zmooxhwﬁ ﬂ%,zzw
> G 7 MHASHT00611210 [20M3030-W05305H 13772 [ 100£5 | 233%5 | 132% TR EOVEERY —T=r S PANTONE 2070
MHASHTOD61 1220 |20M3030-W05306H 215% | 1105 [ 25345 [210% |  at-veLLOW/GREEN )
1 [VELLOW/GREEN| / >m.whcm G | INNER MOLD 1 |PP NATURAL L
NOTES: : F | oDy 1 [Pac6 GRAY(PANTONG 427C)
CONN] WIRE COLOR [SOLDERING| 1 £ ECTRICAL CHARACTERISTICS: A3:GRAY —ti o TR
PIN OUT 1-1 CURRENT RATING: 6 AMPS. A4:BLACK o Twre T U140 200G CRAY
1-2 CONTACT RESISTANCE: 3 Ohm Max. AS:BROWN R TS I T S0k
1-3 INSULATION RESISTANCE: 100 MOhm Min. ot S00VDC. L1 20M , B
PIN 1-4 BREAKDOWN VOLTAGE: 500 VAC PER MINUTE . 5 | canLe , (1O 560 7omm GRAY
2. ENVIRONMENTAL: 0D ¢8.0 ( PANTONE COLOR 427C)
2—1 OPERATING TEMPERATURE: —20°C TO +80°C. A | SR MOLD 1 |1pE NATURAL
2-2 STORAGE TEMPERATURE:~40°C TO +80C. NO| DESCRIPTION Q1Y MATERIAL PLATING & COLOR |—
3. LIFE TEST: 1,000 CYCLES Min. ., ., UNLESS OTHERWISE Suzhou Singatron Auto Electronics CO.,LTD.
4. OTHER GENERAL SPEC. TO REFER CIRCULAR SERIES GENERAL SPEC. SPECIFED TOLERANCES RN == s EE TFERL S
5. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. - - ST SERES WODE<oE
6. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. DECIMALS:— ANGLES: | TITLE | Al F CONN. FEMALE 5 PIN+CABLE
7. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. X 405 x :+2° [DWN [Elrod__|PART NO.2QM3030-W05304—06H | a
Pin_Assignments 8. PULL FORCE TEST: 16kgf Min. FOR 2MINS. WIRE MOVEMENT MUST BE LESS THAN 2mm. | XX :40.3 XX :#1° [corploon SCALE 11 JUNT, mm | @& =3
Front. View 9. CORE WIRES ORIENTATION MUST BE ARRANGED AS SECTION B—B INDICATED. XXX 0.2 P Steve S22 23 SHEET T oF TIREV: €
e 10.GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING:[@-pass] . CUSTOMER COPY
1 _ 2 S 4 ® 5 6 7 _ 8 SR RD-06-043-A



