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NOTES:
1. ELECTRICAL CHARACTERISTICS: 0 BODY 1 [PA66 BLACK |
1=1 CURRENT RATING: 10 AMPS. F LIQUID GLUE 1 Z\> BLACK
4 M OOZH>OH xmm,mﬂ>zom uD 30j3 ZQX OO#D Pr>jZ®
1-3 INSULATION RESISTANCE: 100 MOhm Min. at 500VDC. E MALE PIN 3 |BRASS OVER NICKEL PLATING
1—4 BREAKDOWN VOLTAGE: 1000 VAC PER MINUTE.
2. MECHANICAL CHARACTERISTICS: D | GASKET 1_[SILICONE BLACK
2—1 TIGHTENING TORQUES: 1.0~1.2Nm(8.85~10.62Ibf.in.). ¢ CLAMP RING 1 ]PC BLACK
2-2 CONTACT ACCOMMODATION:16~20 AWG. B SEAL 1 [SILICONE BLACK
3. ENVIRONMENTAL: A SEALING NUT 1 |Pr66 BLACK
3—1 OPERATING TEMPERATURE: —40°C TO +105°C. NO| DESCRIPTION QrY MATERIAL PLATING & COLOR  |—
3-2 SEALING REQUIREMENTS: IP67. UNLESS OTHERWISE @8383 mimaz% Co Lid_
5. LIFE TEST: 1,000 CYCLES MIN. RO SERES QUK Sum TIDDLE @Nm
6. OTHER GENERAL SPEC TO REFER’QUICK SERIES GENERAL SPEC”. DECIMALS: ANGLES: |TITLE'| \ALE CONN. MALE 3 PIN
7. FOR TECHNICAL DATA REFER TO YOUR LOCAL SINGATRON ELECTRONICS SALES OFFICE. |x 0.5 X +2° [DWN | Harlen |PART NO.2QM3033—W03400H
Bin Assignments 8. ALL DIMENSIONS ARE NOMINAL FOR REFERENCE ONLY UNLESS OTHERWISE STATED. XX 203 XX 21" [carkol oF SCALE 2:1 [UNIT. _mm | @ <7
L’ﬁaz . 9. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. XXX 402 APVD| STEVE |SIZE: A3 |SHEET:1 OF 1|REV:A
Front View 10. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGINGisr.pass CUSTOMER COPY
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